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360° INDOOR CLIMATE SOLUTIONS

CSV4S
HCV4S

60X60

DESIGN DES

DESIGN
8 SIZE

INFRARED REMOTE CON
QUALITY

90X90

HIGH QUALITY CO

HIGH QUALITY CONSTRUCTIO

QUALITY

DÉCOR PANEL
The décor panel has an innovative design so that the unit 
may be used in both dwellings and business premises. The 
white (RAL 9010) panel is made in lightweight but strong 
plastic. Fixing to the unit structure is quick and easy. The 
4 adjustable louvers ensure the best air distribution throu-
ghout the room. Central intake grille with filter to guarantee 
clean air.  The grille may be removed to access internal 
parts without having to remove from the ceiling.

MAIN STRUCTURE
Made in heavy-gauge galvanized steel, the structure co-
mes complete with external brackets on the corners for 
easy fixing to the ceiling. Thermal-acoustic insulation: lining 
(polystyrene), external cladding (closed cells). 
Set-up for distribution of air to adjacent rooms through 
knock-out, either circular Ø 150 mm or rectangolar 350x100 
mm (CSV4S) and rectangular 120x80 mm (HCV4S), located 
on two sides of the unit.
Set-up for fresh air intake through, circular Ø 65 mm (CSV4S) 
and rectangolar 120x80 mm (HCV4S) knock-out hole loca-
ted on a squared off corner of the unit.

MOTOR FAN GROUP
Single-inlet centrifugal fan with statically and dynamically 
balanced plastic impeller. The 4-speed electric motor, made 
to international standards, has an overload cutout and the 
run capacitor always connected. The motor, directly cou-
pled to the fan and cushioned with flexible mountings, is 
particularly efficient and low noise.
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AIR EXCHANGE
Water cassettes are equipped with pre-blanked holes to 
preset them both for the outside air intake of a percentage 
of the total capacity or for distributing in adjacent rooms a 
portion of the circulating flow.

ELIMINATION OF CONDENSATION
A dual system of drain pans, one internal of plastic and 
one external of plastic (CSV4S) or steel (HCV4S), collect the 
condensate coming from the coil and the valves. 
The condensate is drained from the drain pump integrated 
on the unit, that is connected to the external connection.

EASY MAINTENANCE
The unit is easily accessible with few operations, for a main-
tenance extremely easy and fast. The filter, in particular, 
consists of a plastic material that contains the filtering mate-
rial that you can regenerate with a simple washing.

ACCESSORIES
Thanks to a wide range of accessories, it is possible to custo-
mize the unit with:
- Temperature control with 2 or 3 way on/off valves;
- Creation of a master-slave system to control more than 
one unit with a single remote control (up to 3 units);
- Wall mounted remote control, that it is possible to apply on 
the wall to control the water cassette as an alternative to 
the infrared remote control.
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1 Setting of temperature (18°C ÷ 30°C)
2 Fan speed selection

(4 positions + automatic)
3 LOCK function: press for 5 sec. lock the I.R. remote control
4 TURBO function: Heat or cool for 30 min. at the max. speed
5 Send all the settings that are in the

I.R. remote control
6 Timer setting for the unit start up
7 Timer setting for the unit shut down
8 Automatic air supply grills

activation/deactivation
9 ON/OFF switch
10 ECONOMY function:

fan mode in “auto”
heating: 20°C
cooling: 25°C

11 Mode setting:
Cool = cooling
Heat = heating
Fan = only fan
Auto = only for 4 pipe units
(heating and cooling)

12 Night function
13 Not used

INFRARED REMOTE CONTROL
The water cassette  is complete of infrared remote control with 
liquid crystal display to visualize all the functions.
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Fans n° 1 1 1 1 1 1 1 1

Standard coil
Rows n° 1 2 2 2 1 2 2 2

Fittings Ø 3/4” F 3/4” F 3/4” F 3/4” F 3/4” F 3/4” F 3/4” F 3/4” F
Auxiliary coil Fittings Ø * * * * 1/2” F 1/2” F 1/2” F 1/2” F
Condensate drain fittings Ø mm 24 24 24 24 24 24 24 24
Net weight kg 17 18,5 18,5 19 18 19 19 20

Fans n° 1 1 1 1 1 1 1 1

Standard coil
Rows n° 3 3 3 3 3 3 3 3

Fittings Ø 3/4” F 1” F 1” F 1” F 3/4” F 1” F 1” F 1” F
Auxiliary coil Fittings Ø * * * * 1/2” F 3/4” F 3/4” F 3/4” F
Condensate drain fittings Ø mm 27 27 27 27 27 27 27 27
Dimensions H mm 320 385 385 385 320 385 385 385

A mm 240 305 305 305 240 305 305 305
B mm 180 325 325 325 180 325 325 325
X mm 58 88 88 88 95 88 88 88
Y mm 59 72 72 72 59 72 72 72

Net weight kg 34,5 38 38 38,5 33,5 40 40 40

CSV4S

21÷24

CSV4S

41÷44

C S V 4 S 21  22 23 24 41 42 43 44

H C V 4 S 31  32 33 34 51 52 53 54

Tubo scarico
condensa Ø 27

Tubo scarico
condensa Ø 27

835

83
5

Tubo scarico 
condensa Ø 27

80

X
Y

512

78
5

953

95
3

A

H

B

Tubo scarico 
condensa Ø 27

80

X
Y

A

H

B

HCE4S

31÷34

HCE4S

51÷54

Tubo scarico
condensa Ø 27

Tubo scarico
condensa Ø 27

60
20

60
20

HCV4S

31÷34

HCV4S

51÷54

72
0

Cond
Net w

Condensate
drain Ø 24

GENERAL DIMENSIONS FO 2/4 PIPES WATER CASSETTES range CSV4S (panel 720x720)

GENERAL DIMENSIONS FO 2/4 PIPES WATER CASSETTES range HCV4S (panel 950x950)

2 PIPE SYSTEM 4 PIPE SYSTEM

2 PIPE SYSTEM 4 PIPE SYSTEM

Condensate
drain Ø 24

Condensate
drain Ø 27

Condensate
drain Ø 27
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2 pipe system (Standard coil)

Total cooling
capacity

W Smax 2830 3410 4160 4580 5940 7000 7790 8220

W max 2420 2810 3300 4460 5590 6400 7050 7610

W med 2090 2400 2800 4170 5230 5890 6550 6960

W min 1820 2090 2390 3460 4850 5430 6160 6420

Sensible cooling
capacity

W Smax 2550 2840 3300 3920 4590 5480 6220 6530

W max 2180 2430 2770 3560 4290 4950 5530 5980

W med 1790 2050 2320 3310 3980 4520 5110 5370

W min 1550 1770 1980 2660 3660 4160 4830 4960

Water flow l/h Smax 488 597 715 773 1020 1206 1338 1416

Water pressure drop kPa Smax 13,1 7,5 10,9 24,5 8,6 16,8 19,3 23,1

Heating capacity

W Smax 3980 4590 5370 5940 7740 8070 8790 9020

W max 3350 3840 4470 5340 7290 7340 8020 8330

W med 2860 3240 3740 4960 6810 6690 7450 7550

W min 2470 2790 3160 4070 6300 6130 6890 6920

Water flow l/h Smax 488 597 715 773 1020 1207 1337 1416

Water pressure drop kPa Smax 12,3 6,5 9,7 19,9 7 15 17,2 20,6

Heating capacity

W Smax 6900 7850 9130 10110 13150 13480 14660 15010

W max 5780 6640 7560 8980 12390 12260 13380 13860

W med 4930 5510 6320 8340 11560 11160 12430 12550

W min 4250 4730 5330 6830 10690 10220 11480 11500

Water flow l/h Smax 606 689 802 888 1150 1290 1460 1500

Water pressure drop kPa Smax 15 8,1 11,6 22,7 8 13 16,5 18

Air flow

m3/h Smax 904 860 883 1050 1150 1200 1410 1290

m3/h max 664 632 657 875 1050 1050 1210 1160

m3/h med 510 492 513 768 950 940 1090 1020

m3/h min 412 400 407 572 850 840 1000 915

Sound power level

db(A) Smax 59 59 62 64 56 58 61 61

db(A) max 50 53 56 52 54 55 59 58

db(A) med 44 46 48 46 52 53 58 54

db(A) min 39 41 43 41 49 50 54 51

Sound pressure level

db(A) Smax 50 50 53 55 47 49 52 52

db(A) max 41 44 47 43 45 46 50 49

db(A) med 35 37 39 37 43 44 49 45

db(A) min 30 32 34 32 40 41 45 42

Power input W max 105 104 112 135 125 158 205 229

Absorbed current A max 0,51 0,49 0,51 0,63 0,61 0,7 0,9 1,0

Water content L - 0,5 1 1 1 2,45 3,25 3,25 3,25

-
-
-
-

Standard unit with free outlet: external static pressure = 0 Pa
Sound power level: ISO 23741
Sound pressure level: 8,6 dB(A) lower that the sound power level for a room of 90 m3 with a reverberation time of 0,5 sec.
Supported power supply: ~230V±10% / 1ph / 50-60Hz

COOLING
Inlet water temp.: 7°C
Outlet water temp.: 12°C
Inlet air temp.: 27°C d.b. - 19°C w.b.

HEATING
Air temp.: 20°C
Inlet water temp.: 50°C

HEATING
Air temp.: 20°C
Inlet water temp.: 70/60°C

CSV4S 21  CSV4S 22  CSV4S 23 CSV4S 24 HCV4S 31 HCV4S 32 HCV4S 33  HCV4S 34
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4 pipe system (Standard + auxiliary coil)

Total cooling
capacity

W Smax 2320 3380 4210 4640 4520 5420 6000 6510

W max 1940 2810 3510 4400 4280 4980 5450 6100

W med 1660 2390 2940 4060 4030 4640 5100 5610

W min 1440 2090 2540 3410 3760 4310 4830 5220

Sensible cooling
capacity

W Smax 2090 2900 3420 4060 3620 4170 4660 5030

W max 1740 2340 2790 3590 3400 3800 4200 4660

W med 1470 1950 2290 3270 3180 3510 3900 4250

W min 1290 1680 1940 2610 2940 3240 3670 3920

Water flow l/h Smax 400 583 768 800 780 932 1030 1120

Water pressure drop kPa Smax 14,33 24,49 36,9 41 11 20 24 28

Heating capacity

W Smax 1940 2530 3110 3440 6300 7210 8030 9060

W max 1580 2180 2510 3200 5930 6590 7250 8600

W med 1400 1930 2200 3120 5550 6120 6760 7880

W min 1270 1740 1970 2720 5150 5670 6380 7310

Water flow l/h Smax 160 210 262 285 550 630 702 790

Water pressure drop kPa Smax 16,5 6,2 9,5 12 15 26 31 39

Air flow

m3/h Smax 904 860 883 1050 1150 1200 1410 1290

m3/h max 664 632 657 875 1050 1050 1210 1160

m3/h med 510 492 513 768 950 940 1090 1020

m3/h min 412 400 407 572 850 840 1000 915

Sound power level

db(A) Smax 59 59 62 64 56 58 61 61

db(A) max 52 51 54 52 54 55 59 58

db(A) med 46 41 48 46 52 53 58 54

db(A) min 39 34 43 41 49 50 54 51

Sound pressure level

db(A) Smax 50 50 53 55 47 49 52 52

db(A) max 43 42 45 43 45 46 50 49

db(A) med 37 32 39 37 43 44 49 45

db(A) min 30 25 34 32 40 41 45 42

Power input W max 114 115 120 146 125 158 205 229

Absorbed current A max 0,51 0,52 0,54 0,68 0,61 0,7 0,9 1

Water content (standard) L - 0,4 0,8 0,8 0,8 1,65 2,2 2,2 2,2

Water content (auxiliary) L - 0,1 0,2 0,2 0,2 0,8 1,05 1,05 1,05

-
-
-
-

Standard unit with free outlet: external static pressure = 0 Pa
Sound power level: ISO 23741
Sound pressure level: 8,6 dB(A) lower that the sound power level for a room of 90 m3 with a reverberation time of 0,5 sec.
Supported power supply: ~230V±10% / 1ph / 50-60Hz

COOLING
Inlet water temp.: 7°C
Outlet water temp.: 12°C
Inlet air temp.: 27°C d.b. - 19°C w.b.

HEATING
Air temp.: 20°C
Inlet water temp.: 50°C

HEATING
Air temp.: 20°C
Inlet water temp.: 70/60°C

CSV4S 41  CSV4S 42  CSV4S 43 CSV4S 44 HCV4S 51 HCV4S 52 HCV4S 53  HCV4S 54
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